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 Technical Data  
   
 The construction and function of our products are depending on further development. 

Therefore, the technical descriptions are not always valid. 
 

   
      
      
     
 KEMPER ï Telephone ï Fax-No.   
      
      
 Sales Manager T. Schiffmann Tel.   +49 2563  88 3000  

   Fax                          88 3199  
     
 Manager Sales  Tel.   +49(0) 2563  88 3102  
 Export Countries  Fax                          88 3199  
     
 Territory Sales  F. van der Eijk Mobil  +31 610 934 353 
 Representative  Fax    +49 2563                     88 3199  

      
     
 Sales C. Wenning Tel.   +49 2563 88 3202  
  C. Gräwers Tel.                          88 3203  
   Fax                           88 3299  
     
 Customer Support M. Thebing Barrier Tel.   +49 2563  88 9202  
  N. Böckmann Tel. 88 9201  
   Fax                   88 7099  
     
 Product Information G. Steege Tel.   +49 2563  88 3101  
   Fax                   88 3199  
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This product is accompanied by a declaration of EU conformity issued by Kemper. 
Moreover, Kemper hereby declares that the product conforms to EU regulations. 
The manufacturer and customer hereby undertake to ensure appropriate use of 

the product. 
Appropriate use includes full compliance with operating and maintenance 
instructions and the exclusive use of genuine Kemper replacement parts. 

 



 2 

Table of contents 
 

Bundles rotary crop headers CHAMPION 
 
 

Saw-edged blade service set (coated) page 03 
Saw-edged blade service set (uncoated) page   04 
Liquid cooled friction clutch page 05 
Torque testing device page 06 
Mechanical floating device page 07 
Draft springs for tilt frame page   08 
Header Height Control page    09 
Quality of cut page   10 
Bolt-on wear plates page   11 
Bolt-on scrapers page   12 
Rigid stem lifters page   13 
Height-adjustable stem lifters page   13 
Whole crop silage equipment page   14 
Drum covers left + right page 16 
Intake with spiral auger page   17 
External scraper bar page   18 
Rotating scrapers page   19 
Flat-surface skids page   20 
2-speed gearbox page   21 
PTO shaft W2500 JD page   22 
PTO shaft W2500 Claas page    23 
Gearbox holder Claas page     24 
Conversion to Claas 493/494 page   25 
Steering assistance page   28 
Points to weld on page   30 
2010 Upgrade Kit (460 series) page   31 
 

 
 

Bundles maize cop picker headers CORNSTAR 
 

Changing speed in the entrance-gearboxes page   32 
Deflector plate feeding channel page   33 
Feed Bar page   33 
Hightening picking plates page   34 
Sunflower kit page   34 
 
 
 
  



 3 

Coated blades 
 

Benefits 
 No loss of sharpness with continued 

duration of use 

 Clutches and transmissions subjected 
to lower loads 

 Considerably longer service life 

 Fewer blade replacements necessary 

 Manufactured with quality certificate 

 Exclusive to Kemper  

Availability 
 
Standard M4500 (=445), 330, 345, 360, 375, 460, 475 
 
Wear part sets contain all the necessary blades, scrapers and bolts. 
 

 
 
 

 INFO Package 
Number of 
packages 

M3000/C3000 3475 LCA83046 1 

M4500 (=445) 3340 LCA79039 1 

330 

3337 LCA79040 

2 

345 3 

360/M6008 4 

375 5 

460  LCA89940 2 

475  
LCA89940 
LCA98800 

2 
1 
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Uncoated blades 
 

Benefits 
 Attractive Price 

 Kemper Quality 

 

 

 
  

Availability 
 
M4500 (=445), 330, 345, 360, 375, 460, 475 
 
Wear part sets contain all the necessary blades, scrapers and bolts. 
 
 
 
 
 
 
 
 
 
 
 
 

 

 Package 
Number of 
packages 

M3000/C3000 LCA78864 1 

M4500 (=445) LCA78866 1 

330 

LCA78553 

2 

345 3 

360/M6008 4 

375 5 

460 LCA89941 2 

475 
LCA89941 
LCA98799 

2 
1 
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Liquid-cooled friction 
clutch 

 

Benefits 
 

 Prevents overheating of the friction 
clutch 

 Longer service lifeExclusive to Kemper  

Availability 
 
Standard 375, 460 
Optional M4500 (=445), 345, 360 and 375 
 
Retrofit package As well as clutches, a package contains a new intermediate 

shaft and all necessary parts. 
 

 INFO Package Torque Harvester 

M4500 
(=445) 

3432 LCA79243 680 Nm 
JD6, 7500-7500,  

CL6 ï CL8,  
FX 

330 Not available  

345/360 
M6008 

3600 LCA93831 900 Nm 
JD6,7200-7800,  
CL 820 - 900,  

FX 30 - 60 

 LCA93830 650 Nm FX 28 - 58 

375 Standard 900 Nm  

460 Standard 900 Nm  
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Torque testing device 
Application 

 
The two friction clutches in the main drive unit of the M4500 (=445), 
M6008/Series300 and 460 harvesting implement protect the entire machine. 
Correct maintenance of the friction clutches and continuous monitoring of 
functionality are essential. 
 
Testing the required torque values is easier with testing device No. LCA78440. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Availability 
 

Purchase order no. LCA78440 INFO 3545 
 
 
 
 
 
 
 
 
 
 


